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ABOUT US

\We have great pleasure in introducing ourselves as a well-established organization that has been

serving Saudi Market for more than a decade now.

Water and Power Systems Trading Est. (WAPS) has come a long way and emerged as a fast grow-
ing establishment that is driven by quality products , timely supplies , excellent customer ap-
proach, competitive pricing policy, etc.

WAPS is recognized as authorized dealers offering complete range of solutions pertaining water
industry like DI Fittings , DI Valves , HDPE Fittings , Carbon Steel Fittings , Mechanical Joints , Man-
hole Covers & Frame and accessories ( Fasteners & EPDM Rubber Gasket and Rings).

All of our products are certified with WRAS certificates (Non-Toxicity Prestigious certificate).

We have achieved total customer satisfaction and have earned good reputation with all clients in
Saudi Market, our managementhas driven the establishment to new heights.

WAPS is proud to note that our strength lies in our excellent team , our dedicated team works day
inand out to ensure we deliver quality products on time.

Our main office isin Abha - KSA and we are equipped with a huge storage facility as well to accom-

modate all our products.
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Rubber Gasket

Tyton Gasket

Deesawala is one of the leading Tyton gasket
manufacturers in India. The TYTON® Push-On Gasket
is used in the TYTON JOINT® Ductile Iron Pipe &
Fittings. All TYTON® Push-On Gaskets are dual
hardness gaskets made from vulcanized synthetic
rubber, and meet the requirements of the WRAS, BIS,
ISO 4633, EN 681 and AS 681. The standard rubber
compound used in manufacturing of ductile iron
gaskets is EPDM.

Tyton type gaskets for Ductile Iron pipe in various
sizes to meet the variegated needs of the customers.
Our company is backed by state-of-the-art
infrastructure and a qualified team that come
together to produce the best of Ductile Iron Pipe
Seals. Owing to the excellent quality materials used in
making the Ductile Iron Pipe Seals, they are capable
of offering superb performance even under stressful
conditions. Their flexible design allows them to
handle angular deflection without any negative effect
on the overall performance.

DI Pipe Gasket Feature:

e WRAS, BSEN 681, BIS 5382 Approved PUSH-ON Tyton Gaskets for C.I & D.I. Pipes.

e WRAS approved EPDM rubber gaskets are efficient for flexible joint.

e DI pipe gaskets are Suitable for ‘in the ground’ or ‘above ground’ applications.

e DI pipe gaskets are Manufactured from EPDM rubber providing improved
performance over traditional natural rubber.

e High resistance to ozone, heat, sewerage, chloramines, UV, and abrasion.

e Joints can be deflected and permit axial movement to compensate for thermal
expansion and contraction.

Size Range: DN80 — DN1200
Relevant Standard: BIS:5382

WATER AND POWER SYSTEMS TRADING Est. @wmj lg &l A8Ual) g oluall alii dsepa




Rubber Gasket

TECHNICAL DATA SHEET FOR EPDM TYTON RUBBER GASKET

TDS NO.: DEESA-02
POLYMER: EPDM
COLOR: BLACK
APPERANCE: SMOOTH

FOR SIZE: DN80 to DN 1200

SL. No. Description Unit Specified Test Method Analysis
Value Report
1 Hardness IRHD/Shore A 5045 SO 48 49-52
. . 10.5 -
2 Tensile Strength MPa 9 Min. ISO 37 11.2
3 Elongation at break % 300 Min ISO 37 400 - 500
Compression Set
o 11.15-
a) At 70 £ 2°C for 24 hrs % 20 Max ISO 815 125
o 9.40 -
b) At 23 £ 2°C for 72 hrs % 12 Max ISO 815
10.20
c) At -10+ 2°Cfor 72 hrs % 50 Max ISO 815 43'25(;_
5 Ageing at 70 = 2°C for 7 days ISO 188
a) Change in Hardness IRHD/Shore A -0.625 ISO 48 +2 to +3
-3.10to -
b) Tensile Strength change % -20 Max ISO 37 ) 200
-5.15 to -
c) Elongation Change % -3 ISO 37 3 250
Volume change in water at . 1.80 -
6 70 £ 2°C for 7 days 4 o e 1.90
7 Stress Relaxation at 23°C for % 15 Max SO 3384 9.1
7 Days
8 Stress Relaxation at 23°C for % 29 Max SO 3384 15.95
100 Days
Ozone Resistance at 50
Visual No Crack ISO 1431-1 No Crack
9 pphm, 40°C for 48hrs isua o Crac o Crac
WATER AND POWER SYSTEMS TRADING Est. {CWAPS uwlg 2 ) A8Ual g olpall alhl Auuu'3a
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Rubber Gasket

Flange Gasket

Deesawala EPDM rubber flange gasket
offers you a variety of flange gaskets in a
variety of different materials. Off the
shelf or custom made gaskets,
Deesawala Rubber can do it all. Our
gaskets can come in a variety of different
materials such as non-asbestos, red
rubber, EPDM, neoprene, nitrile, Viton,
and Teflon. They are also offered in a
variety of thicknesses with total
fabrication capabilities for both full face
and ring gasket needs.

Size: 50mm-3000mm

We have designed and manufactured
Flange Gasket- which is BIS, WRAS and EN
681 approved
Advantages:
e No Pilferage
e Available from size 25mm up to
3600 diain PN 10, PN 16, PN 25 and
PN 40
e We manufacture the Gaskets in
EPDM, Nitrile, Neoprene and SBR
qualities
e Also available in Insertions like
Nylon, Cotton, Steel and Mesh to
sustain high pressure
e No wastage of Rubber is there as
you use directly.

WATER AND POWER SYSTEMS TRADING Est. @WAQ owlG 4 jlat) ABUal) g olall alhl Aus'sa
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Rubber Gasket

TECHNICAL DATA SHEET FOR EPDM RUBBER MATERIAL FOR RUBBER GASKET

TDS NO.: DEESA-01

POLYMER: EPDM

COLOR: BLACK

APPERANCE: SMOOTH

FOR SIZE: DN80 to DN 3000

ifi Analysi
SL. No. Description Unit Specified Test Method natysis
Value Report
1 Hardness IRHD/Shore A 6015 SO 48 59-64
2 Tensile Strength MPa 9 Min. ISO 37 10.5-11.2
3 Elongation at break % 300 Min ISO 37 400 - 500
Compression Set
a) At 70 £ 2°C for 24 hrs % 20 Max ISO 815 11.15-12.5
b) At 23 £ 2°Cfor 72 hrs % 12 Max ISO 815 9.40-10.20
c) At-10+£2°Cfor 72 hrs % 50 Max ISO 815 40.50-42.5
- P
5 Ageing atd7aoy; 2°Cfor?7 ISO 188
a) Change in Hardness IRHD/Shore A -0.625 ISO 48 +2to +3
b) Tensile Strength change % -20 Max ISO 37 _3'1(;;0 2
c) Elongation Change % -3 ISO 37 ~ '13;() i
6 V:‘L“;:)ef:oac"f; ';' :;?:r % -0.125 1501817 | 1.80-1.90
t Rel ti t23°
7 Stress fira’;aD':y';a 3¢ % 15 Max IS0 3384 9.1
8 Stressfz‘:'laggtg’:yzt 3% % 22 Max IS0 3384 15.25
9 OI:::;R:;:??Z:ZS;S Visual No Crack | 150 1431-1 No Crack
WATER AND POWER SYSTEMS TRADING Est. @WAP g 4 et ABUal) g sluall alhi deswi'sa
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Rubber Gasket

Center Registers / Stoppers

Deesawala Rubber manufactures
several profiles for center registers
which are used primarily during
assembly and installation of GRP pipes
to prevent any unforeseen mechanical
damage. Profiles are available in 75mm
or 150mm pieces as well as rolls of
desired cut lengths.

WATER AND POWER SYSTEMS TRADING Est.

Reka® Joints

(WRAS, BSEN-681-1, AS 681, ISl & ISO
4633 Approved)

GRP EPDM Reka Rings- Deesawala
Rubber Industries manufactures an
exhaustive range of EPDM pipe seals for
GRP pipes in diameters ranging from
80mm to 4000mm. Our seals are
manufactured in various stock
elastomeric compounds in compliance
with worldwide regulations including
WRAS and BSEN 681 The unique lip
design of the Reka® profile reduces
installation time and accommodates
change in flow direction and to eliminate
permeation. Applications include potable
and raw water supply, sewage disposal,
storm water drainage, industrial
effluents and sea water processing.

Size Range: DN80 — DN4000
Relevant Standard:
BIS:5382

WRAS Approved

@WAI} ugg[q A ladl) AdUal) g olaal) AR Au'ga
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Rubber Gasket

TDS NO.: DEESA-01
Part Description: EPDM Reka Gasket

Color : Black
Finish: Smooth

Material specification: As per EN 681-1 and ISO 4633

Dimension: As per customer
Drawing

Material: EPDM

—_ . Specified Test Analysis
.No. D t t
5-No escription Uni Value Method Report
1 Hardness IRHD/Shore A 55+5* ISO 48 52-56
2 Tensile Strength MPa 9 Min. ISO 37 10.0-12.1
3 Elongation at break % 375 Min ISO 37 450-710
4 Compression Set
a) At 70 + 2°C for 24 hrs % 20 Max ISO 815 9.9-13.5
b) At 23 + 2°C for 72 hrs % 12 Max ISO 815 9.40 =
10.50
c) At -10 £ 2°Cfor 72 hrs % 40 Max ISO 815 30.00 -
34.00
5 Ageing at 70 = 2°C for 7 days ISO 188
a) Change in Hardness IRHD/Shore A -0.625 ISO 48 +2to+4
-10.00 to -
b) Tensile Strength change % -20 Max ISO 37 5 OOO
c) Elongation Change % -3 ISO 37 _15'100t0 g
3 —
6 Volume change in water at 70 + 2°C for % 0.125 IS0 1817 | 1.50 = 2.00
7 days
7 Stress Relaxation at 23°C for 7 Days % 14 Max ISO 3384 9.0-11.0
8 Stress Relaxation at 23°C for 100 Days % 20 Max ISO 3384 15.2
g | Oone ResistanCogt Spph 0 Visual No Crack | ISO 1431-1 | No Crack
48hrs
As per
10 Dimension mm customer OK
drawing

» Hardness as per customer Requirement.

e CONCLUSION: The above test results are in conformance with BSEN 681-1 and ISO 4633.

WATER AND POWER SYSTEMS TRADING Est.
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Rubber Gasket

CAST-IN STEEL COLLAR

PIPE OD J

RUBBER SEAL

4

PIPEID —A

PRESSURE |

DISTRIBUTION PACKING

RCC / RCP / Jacking Pipe Gasket

Concrete Pipe Seal

Deesawala produces a wide range of
seals for concrete pipe systems covering
several cross-sections and profiles
including the basic ‘O-ring’, "TOK" and
"G" rings for pipe sizes up to 3500mm.
Our concrete pipe seals are capable of
withstanding strenuous conditions of the
pipe jacking process. These can be used
in both, pressurized and non-pressurized
applications. These types of gaskets are
made from EPDM compounds mostly
and required tolerances are as per BS EN
681 -1 standard. We are most widely
acclaimed as an Angular Rib Gasket
Manufacturer because of its high-grade
quality we offer. Seals for micro tunnel &
jacking pipes are also made at Deesawala
Rubber Industries.

We are prominent manufacturer and supplier of a comprehensive range of Rubber

Rings for RCC, RCP, Jacking Pipes Horizontal and Vertical cast pipes NP2, Np3, Np4.

Deesawala also produces a wide range of seals for concrete pipe systems covering
several cross-sections and profiles including the basic ‘O-ring’, "TOK" and "G" rings

for pipe sizes up to 3500mm.

WATER AND POWER SYSTEMS TRADING Est.
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Rubber Gasket

TECHNICAL DATA SHEET FOR EPDM RUBBER TOK RING(RCP) AS PER

BS EN 681.1:1996

TDS NO.: DEESA-01

Polymer: EPDM

Color : Black
Finish : Smooth
Size

Dimension : As per Customer Drawing

: TOK 300 RCP TO TOK 1600RCP and TOK2000RCP,TOK2400RCP

o . Specified Test Analysis
S. No. Description Unit Value Method Report
1 Hardness B 4815 SO 48 48-51
2 Tensile Strength MPa 9 Min. ISO 37 9.80-10.10
3 Elongation at break % 375 Min ISO 37 580 - 620
4 Compression Set
a) At 70 + 2°C for 24 hrs % 20 Max ISO 815 11.15-12.5
b) At 23 + 2°C for 72 hrs % 12 Max ISO 815 9.40-10.20
c) At-10 £ 2°C for 72 hrs % 40 Max ISO 815 30.50 - 31.50
5 Ageing at 70 + 2°C for 7 days ISO 188
a) Change in Hardness IRHD'/A\Shore -0.625 ISO 48 +2 to +3
b) Tensile Strength change % -20 Max ISO 37 -3.10to -2. 20
c) Elongation Change % -3 ISO 37 -5.151t0-3. 25
Volume change in water at 70 5
6 +2°C for 7 days %o -0.125 ISO 1817 1.80 -1.90
7 Stress Relaxation at 23°C for % 14 Max ISO 3384 9.1
7 Days
8 Stress Relaxation at 23°C for 9 20 Max ISO 3384 1525
100 Days
Ozone Resistance at 50 ; ISO
9 pphm, 40°C for 48hrs Visual No Crack 1431- No Crack
As per
10 Dimension mm customer OK
drawing
WATER AND POWER SYSTEMS TRADING Est. @WAP uwlg Al ABUal) g obiall aldi despa
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Material Approval Certificate

Certificate Number/ a3,
Datef 03/11/2021 L PR
Manufacturer Number f aiadl ai, 21137 2021-21137-01
DEESAWALA RUBBER INDUSTRIES
Manufacturer Name/ aiadi aul Ltd.,
Country/ bl India Valld From
I Iskandar Abad Road - Telangana
Address/ -LJ")"“]'I 500003 — India Februaryf2021
Local Representative/ WATER AND POWER SYSTEMS Valid To
el Jiady TRADING
Local Rep. Vendor # Jiedi i 20191 February /2023
Sl

NWC centify that the manufacturer has completed all qualification requirement in the following category
Al Audll A as 3 Jaalil cildlats agen eS| 3 ataall o)l dgile ol sl 38k 346

Category Product Series Sizes

Description

Lol had aall

Cas )

o)) 230l 8
EPDM Rubber Sealing Ring -

All Types of EPDM Rubber for Pipes ,Fitting and Valves

EPDM Rubber Gaskets

All Types of EPDM Rubber for Pipes ,Fitting and Valves

Conditions: _ s dag )
« The aim of this certificate is to qualify the manufacturer s saaadl il i 0 gl sasdl Gaalih 5 52080 o3 (e aagli o
to participate in new projects or maintenance projects. Ageall 2 Lk

» The prequalification process is subjected to assessment
and raview periodically.

« NWC has the right o assass the manufactory during the
validation period or during production process.

* All equipment requires an approved third-party test
before installation at the site to ensure meeting project
specification.

+ NWC does not bear any cost / expense relatad to
manufacturing assessment, Product validation test or
Factory Acceptance Test (FAT).

» This certificate is owned by NWC. NWC has the right to
cancel this certificate if the qualified manufacturer does
not comply with qualification terms, project specifications
or if there are repeated product failures during the
operation.

+ For validity of the cerlificate, please visit the list of
approved materials or Contact with the Vendor
Relationship Department.

(whlsall) alaayl dddes ples e
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Supply Chain General Manager{ Acting)
Abdullah Hassan Kattan

OMaR Gy dilae

NWC-Material Approval-Form-04-v1

©

www.nwc.com.sa
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r Fhis is ta centify that compliance of Quality Management System of

DEESAWAILA RUBBER INDUSTRIES

Office: 5-5-65/S-12A,S.A Trade Centre,Ranigunj’X’ Road,
Secunderabad-500 003, Telangana, India.
Factory: Plot No: 10/1, Road No.D, IDA Balanagar,
Hyderabad-500 037, Telangana, India.

Has been assessed and approved te the wequirements of

1ISO 9001 : 2015

For the scape of activities :

Manufacture of Rubber Moulded Components,
Extruded Profiles and Gaskets

Certificate No. : RQ91/JA/RE/1902 initial Issue Date :21.08.2019
JAS-ANZ Accreditation No : M4430310IC Re-Issue Date 1 24.08.2021
Valid Date :20.08.2022
W
W, JAS-ANZ S,
3 ' Sl 20
- \’l £
9 2 e N
b L 2s
L' 4///74/7:.1“":’" T d
s s 2
Quality Seal

www.jas-anz.org / register
Fg; and on behalf of Quest Certification (P) Ltd

Head of Certification

The Validity of this Certificate can be verified from www.questcertification.com
The Registration does not assure the quality of yields under the firm's production / services

Quest Certification (P) Ltd

Plot No. 29, 1st Main Road, Sabari Nagar Ext, 3rd Cross Street, Mugalivakkam, Chennai - 600 125, Tamilnadu, India.
Accreditated by Joint Accreditation System of Australia and New Zealand (www.jas-anz.org / register)
13/16



SWRAS

APPROVED MATERIAL

Approval Number: 1704522
Test Report: MA5857/I

Water Regulations Advisory Scheme Ltd.

Unit 13,

18" April 2017 Willow Road,

Pen y Fan Industrial Estate,
Deesawala Rubber Industries Crumlin,
5-5-65/512A, Gwent,
2nd Floor S.A. Trade Centre, NP11 4EG
Ranigunj X Roads,
Secunderabad,
500003,
India

WATER REGULATIONS ADVISORY SCHEME LTD. (WRAS)
MATERIAL APPROVAL

The material referred to in this letter is suitable for contact with wholesome water for domestic purposes having met the
requirements of BS6920-1:2000 and/or 2014 'Suitability of non-metallic products for use in contact with water intended for human
consumption with regard to their effect on the quality of the water'.

The reference relates solely to its effect on the quality of the water with which it may come into contact and does not signify the
approval of its mechanical or physical properties for any use.

RUBBERS - ETHYLENE PROPYLENE DIENE MONOMER (EPDM) - MATERIAL ONLY. 5365

'EWD 50, EWD 55, EWD 60, EWD 65, EWD 70 & EWD 80'. Black coloured, compression moulded EPDM materials. Shore
hardness between 50 & 80. Tested in-radius size 0.70mm. For use with water up to 70°C.

APPROVAL NUMBER: 1704522
APPROVAL HOLDER: DEESAWALA RUBBER INDUSTRIES

The Scheme reserves the right to review approval.
Approval 1704522 is valid between April 2017 and April 2022

An entry, as above, will accordingly be included in the Water Fittings Directory on-line under the section headed, “Materials which
have passed full tests of effect on water quality”.

The Directory may be found at: www.wras.co.uk/directory

Yours faithfully

Jason Furnival
Approvals & Enquiries Manager
Water Regulations Advisory Scheme

The Water Regulations Advisory Scheme Ltd. Registered in England No, 06663930 Registered office: 6D Lowick Close, Hazel Grove, Stockport, SK7 5ED
Tel:+44(0)333 207 9030 Fax:+44(0)1495 248 540 Email:info@wras.co.uk website:www.wras.co.uk

14/16
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Certificate

This is to Certify that Rubber seals -- Joint rings for water supply, drainage and sewerage pipelines - Specification
for materials Compliance of

DEESAWALA RUBBER INDUSTRIES

Plot No. 10/1, Road No. D, IDA, Balanagar, Hyderabad - 500037, Telangana, India.

has been assessed and found to be in accordance with the
requirements standard detailed below

ISO 4633
This Certificate is valid for the following scope
Manufacturer, Supplier & Distribution of Industrial Purpose Rubber & Plastic Products

Certificate No : ISO-MMXXI-6-8989
Issue Date : 30 JUNE 2021

Valid Until  : 29 JUNE 2024 A.dponghal

Nace Code : DH-25.10, DH-25.24

Authorised Signatory
WRG Certification

This certificate remains the property of American International Accreditation Organization-Bureau of Accredited Registrars, (USA)

USA

Validity of the certificate is subject to successful completion of surveillance audits. Further clarification regarding the scope of
this certificate and the applicability of standard may be obtained by consulting the WRG Certification Organization, India

AIAO-BAR
K Ak Ak

COMPLIANCE

Aditya Corporate Hub, Raj Nagar, ghaziabad-201002 (U.P.) India, E-mail : wrgcert@gmail.com, website : www.wrgcert.com, www.aiao-bar.cry
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